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Transportation Planning Process Overview
 December 2009 –

 Initiation of transportation plan
 Formation of stakeholder group including faculty & staff, students, Formation of stakeholder group including faculty & staff, students, 
Fairfax County, Fairfax City, and VDOT

 January/February 2010 ‐ Focus group interviews
 March 2010  Candidate strategies identified March 2010 – Candidate strategies identified
 April 2010 ‐ Extensive data collection in spring 2010
 May/June 2010 – Refinement and testing of strategies
 July/August 2010 – Strategies translated to projects
 August/September 2010 ‐ Prioritization of projects 
 October/November 2010 – Plan documentation and outreach



Project Types
 Policy and management
 Pedestrian facilities
 Bicycle facilities
 Shuttle and transit facilities and services
 Campus access and roadway changes
 Parking facilities



PEDESTRIAN PATHWAY HIERARCHY

Primary Pedestrian Routey

Secondary Pedestrian Route

Wayfinding Kiosk



Crosswalk ImprovementsCrosswalk Improvements



Crosswalk and Traffic Control Changes



BICYCLE IMPROVEMENTS

BIKE LANES

BIKE DROP AREAS

IK AN S

BIKE SHELTERS



New Bike Lanes



Burke Connections
Transit: Transit: OffOff‐‐CampusCampus
– Burke Connections 

– Consolidation of 
Mason to Metro &Mason to Metro &
CUE service



CAMPUS SHUTTLES/TRANSIT CENTERS
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Access and Intersection Changes



Connection of University Drive to Braddock Road
Th h W t CThrough West Campus



Braddock Road Connection with grade separated crossing of
Route 123 and Connection to University DriveRoute 123 and Connection to University Drive



University Drive Reconfiguration



University Drive Reconfiguration



– Levels of Service Results with either Part I and/or Part II:/

– Westbound improvements at Braddock/123

– > 15% delay reduction (peak direction)> 15% delay reduction (peak direction)

– Significant improvements at Braddock/Roanoke River

> 30 to 50% delay reduction peak direction– > 30 to 50% delay reduction peak direction



Roanoke River Road Longer‐Term Improvements 



Roanoke River Road Mid‐Term Improvements 



– Wayfinding signs installed along Braddock Road and Route 123y g g g

– Coordinated with VDOT

Example from

eastbound

Braddock Road



– Reoriented walkways, CDC dropoff, and landscape improvementsy , p , p p



POTENTIAL PARKING ZONES (10 to 15 Permit Zones)



LONG‐TERM PARKING GARAGE LOCATIONS (OPTIONS)

POSSIBLE NEXT PHASE
PARKING LOCATIONS

PARKING GARAGE LOCATION OPTIONS

PARKING GARAGE PREFERRED LOCATION OPTIONS




