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Attachment A 
Fire Regulations 

Proposed Amendment
 

to the Public Facilities Manual
 

Amend the Public Facilities Manual (PFM), by revising Chapter 9 (Water and Fire 

Regulations), Section 9-0200 (Fire Marshal Requirements), Subsection 9-0202.2I (Fire 

Protection Waiver Procedures), to read as follows: 

9-0202.2I  Fire Protection Waiver Modification Procedures 

9-0202.2I(1)  The following information is to be provided when requesting a modification or 

waiver of any fire protection requirement of the PFM.  

9-0202.2I(2)  All requests must be submitted and addressed to the Fairfax County Fire Marshal 

Site Development and Inspections Division, DPWES, and include the following: 

9-0202.2I(2)(a)  A plan or sketch showing the proposed location of all improvements on the site
 
and the type of construction involved.
 

9-0202.2I(2)(b)  The address, tax map reference number, and the proposed use of the property.
 

9-0202.2I(2)(c)  The current zoning classification of the property and if recently rezoned, the 

rezoning number and the date of approval by the Board.
 

9-0202.2I(2)(d)  Copies of any required special exception or special permit with date of
 
approval.
 

9-0202.2I(2)(e)  The Sspecific item requested to be waived or modified.
 

9-0202.2I(2)(f)  The Llength of time for which the modification waiver is requested.
 

9-0202.2I(2)(g)  Any proposed alternate form of fire protection.
 

9-0202.2I(2)(h)  The name, address, and telephone number of the person making the request.
 

9-0202.2I(2)(i)  The County assigned number for site and subdivision plans and waiver requests
 
associated with the property.
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Attachment A 
Fire Regulations 

Amend the Public Facilities Manual (PFM), by revising Chapter 9 (Water and Fire 

Regulations), Section 9-0200 (Fire Marshal Requirements), Subsection 9-0202.2J (Fire 

Department Access), to read as follows: 

9-0202.2J  Fire Department Access  

Regulations governing fire department access established under the Virginia Statewide Fire 

Prevention Code (SFPC) and Fairfax County Fire Prevention Code (Chapter 62 of the County 

Code) are set forth below. When requesting a code modification of any fire department access 

requirement, refer to the procedure set forth in Chapter 1 of the SFPC. 

9-0202.2J(1)  (51-96-PFM) Access for emergency vehicles shall be provided to within 100 feet 

of the main or principal entrance of every building. The fire department vehicular access may be 

provided by a public or private street, parking lot, and/or fire lanes. 

9-0202.2.J(2)  When buildings are more than five stories or 50 feet in height, ladder truck access 

shall be provided to both the front and rear of the building. 

9-0202.2J(3)  The access to the rear may be provided by either a street, parking lot, or fire lane. 

9-0202.2J(4)  The inner surface of the ladder truck access way shall be no less than 15 feet and 

no more than 30 feet from the exterior building wall. 

9-0202.2J(5)  (51-96-PFM) When fire lanes are required, they shall have an unobstructed width 

of not less than 20 feet, exclusive of shoulders minimum width of 18 feet. Fire lanes shall have 

parking, curb painting, and signage as further described on Plate 6-9. 

9-0202.2J(6)  (51-96-PFM) Required fire department vehicular access ways which are over 100 

feet in length and which do not accommodate through traffic shall provide adequate space for 

turning apparatus around. Dead-end fire apparatus access roads in excess of 100 feet in length 

shall be provided with an approved area for turning around fire apparatus. (Due to the size of the 

ladder truck, it is suggested that guidance be obtained from the Fire Prevention Division to 

determine adequate turnaround dimensions.) 

9-0202.2J(7)  A 12-foot wide access lane to within 50 feet of the edge of swimming pools, with 

an 8-foot personnel gate in the fence at the point of access is required except for individually 

owned pools located on single family lots. 

9-0202.2J(8) (51-96-PFM)  A minimum height clearance of 15 feet is required for overheads, 

canopies, and other obstructions which are located over emergency access ways. 

9-0202.2J(9) (51-96-PFM)  For ladder truck access on parking garages where a parking garage is 

attached to a building structure in such a manner that such garage constitutes a portion of the fire 

department vehicular access way, design calculations shall be provided by a PE licensed in 

Virginia which show that the deck of such garage is designed to support an 62,000-80,000 pound 
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Attachment A 
Fire Regulations 

vehicle and all outrigger (pad) point loads or that such garage is designed for a nominal 450 lb/sf 

uniform live load. 

Amend the Public Facilities Manual (PFM), by revising Chapter 7 (Streets, Parking and 

Driveways), § 7-0800 (Parking Geometrics and Standards), § 7-0802 (Geometrics and 

Standards), Tables 7.6 and 7.7, to read as follows: 

7-0802  Geometrics and Standards. (25-88-PFM)  The following tables shall represent the 

minimum size requirements for required automobile parking spaces (see Article 11 of the Zoning 

Ordinance for required number of parking spaces per use): 

7-0802.1  Parallel Parking Spaces (63-98-PFM, 25-88-PFM) 

Table 7.6  Parallel Parking Spaces 

Direction of Parking 

Stall Width 

ft. 

Depth of Stalls 

ft. 

Aisle Width 

ft.* 

One-way aisle (one-side parking) 8 22 1216 

One-way aisle (two-side parking) 8 (16 feet total) 22 1520 

Two-way aisle (two-side parking) 8 (16 feet total) 22 20 

* Where required, fire lanes shall have a minimum width of 18 ft. Seebe in accordance with § 9-0202.2J(5). 

7-0802.2  Universal Size Car Spaces (63-98-PFM, 25-88-PFM) 

Table 7.7 Universal Size Car Spaces 

Parking Angle 

Stall Width 

ft. 

Depth of Stalls 

Perpendicular to 

Aisle ft. 

One-Way Aisle 

ft. 

Two-Way Aisle 

ft. * 

45º 

60º 

90º 

8.5 

8.5 

8.5 

19.0 

20.0 

18.0** 

15.5 

17.0 

23.0 

18.0 

19.0 

23.0 

* Where required, fire lanes shall have a minimum width of 18 ft. Seebe in accordance with § 9

0202.2J(5). 

** This dimension may be reduced by up to 1.5 ft. where the Director determines that adequate “head 

in” overhang exists exclusive of required planting or screening requirements, and sidewa lks. 

Amend the Public Facilities Manual (PFM), by revising PFM Plate #6-9, to read as follows: 
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Attachment C 
Vertical Datum Amendment 

Proposed Amendment 

to Public Facilities Manual 

Amend Chapter 2 (General Subdivision and Site Plan Information), Section 2-0107 
(Topography), Paragraph 1B of the Public Facilities Manual, to read as follows: 

2-0107.1B  All topography shall be correlated to the USGS NGVD 1929 datum.  

Amend Chapter 2 (General Subdivision and Site Plan Information), Section 2-0212 
(General Required Information on Plans and Profiles), Paragraph 11 of the Public 
Facilities Manual, to read as follows: 

2-0212.11  Datum reference for elevations used shall be shown and correlated to USGS NGVD 
1929 datum.  In addition, all subdivisions and site plans shall show the location, elevation, and 
description of two bench marks benchmarks which are properly correlated to the plan elevations. 
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Attachment C 
Vertical Datum Amendment 

Proposed Amendment to 

Chapter 101 (Subdivision Provisions) 

Amend Article 2 (Subdivision Application Procedures and Approval Process), Section 101
2-5 (Final Subdivision Plat), Paragraph (c) (Preparation), subparagraph (3), to read as 
follows. 

(3) A boundary survey of the site, with a maximum permissible error of closure within the 
limit of one (1) in twenty thousand (20,000), related to the Virginia Coordinate System of 
1983 (VCS 83) North Zone. Two (2) adjacent corners or two points on every plan sheet shall 
be referenced to the VCS 83 with coordinate values shown in feet. If a conversion from 
meters to feet is necessary, the foot definition used for conversion is the U.S. Survey Foot of 
1 ft. = 1200/3937 E+00 meters. Plats may be related to true north or meridian of record for 
properties located more than 1.24 miles (2.0 kilometers) from one or both of the two (2) 
nearest VCS 83 monuments, with distance measured along a straight line from each 
monument to the closest point on the property boundary. Plats for subdivisions creating no 
more than two (2) lots may be related to true north or meridian of record.  Plats referenced to 
VCS 83 shall be annotated as follows: “The plat of the property shown hereon is referenced to 
the Virginia Coordinate System of 1983 as computed from a field run boundary and 
horizontal control survey which that ties this boundary to the Fairfax County Geographic 
Information System Survey Monument (insert number and name of monument and show 
combined grid and elevation factor) or NOAA/NGS Survey Monument (insert PID number 
and designation with the combined scale factor).” It is the surveyor’s responsibility to 
ascertain the existence of VCS 83 control monuments to be utilized in their surveys.  
Assistance will be provided by the Land Survey Branch, Construction Management Division, 
DPWES to the extent of granting access to their records on VCS 83 control data. If using a 
GPS Static, or Virtual Reference System for deriving horizontal and/or vertical control, 
coordinates must be stated in VCS 83, North Zone, U.S. Survey Foot units, with NGVD 1929 
vertical datum and so stated in the above format. 
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Attachment C 
Vertical Datum Amendment 

Proposed Amendment to 

Chapter 112 (Zoning Ordinance) 

This proposed Zoning Ordinance amendment is based on the Zoning Ordinance in effect as of 
February 26, 2013 and there may be other proposed amendments which may affect some of 
the numbering, order or text arrangement of the paragraphs or sections set forth in this 
amendment, which other amendments may be adopted prior to action on this amendment. In 
such event, any necessary renumbering or editorial revisions caused by the adoption of any 
Zoning Ordinance amendments by the Board of Supervisors prior to the date of adoption of 
this amendment will be administratively incorporated by the Clerk in the printed version of 
this amendment following Board adoption. 

Amend Article 17 (Site Plans), Part 1 (General Requirements), Section 17-106 (Required 
Information on Plans), Paragraph 5, to read as follows. 

5. A boundary survey of the site, with an maximum permissible error of closure within the limit 
of one (1) in twenty thousand (20,000), related to the Virginia Coordinate System of 1983 (VCS 
83 (with appropriate reference frame(s) and necessary velocities)) North Zone. Two (2) adjacent 
corners or two points on every plan sheet shall be referenced to the VCS 83 with coordinate 
values shown in feet. If a conversion from meters to feet is necessary, the foot definition used for 
conversion is the U.S. Survey Foot of 1 ft. = 1200/3937 E+00 meters. Plans may be related to 
true north or meridian of record for properties located more than 1.24 miles (2.0 kilometers) 
from one or both of the two (2) nearest VCS 83 monuments, with distance measured along a 
straight line from each monument to the closest point on the property boundary. Plans referenced 
to VCS 83 shall be annotated as follows: “The site shown hereon is referenced to the Virginia 
Coordinate System of 1983 as computed from a field run boundary, and horizontal and vertical 
control survey which that ties this boundary to the Fairfax County Geographic Information 
System Survey Monument (insert number and name of monument and show the combined scale 
(grid factor multiplied by the and elevation factor) or NOAA/NGS Survey Monument (insert PID 
number and designation) with the combined scale factor (grid factor multiplied by the elevation 
factor).” If using a GPS Static, Virtual, or Continuously Operating Reference System for 
deriving horizontal and/or vertical control, coordinates must be stated in VCS 83 (with 
appropriate reference frame(s) and necessary velocities), North Zone, U.S. Survey Foot units, 
with NGVD 1929 vertical datum and so stated in the above format. 
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