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AND TRAIL DESIGN

VIENNA METRO BIKE LANE 

LEGEND

S SEXISTING SIDEWALK

PROPOSED OFF-ROAD TRAIL

PROPOSED PAVEMENT

PROPOSED CURB AND GUTTER

EXISTING FIRE HYDRANT

EXISTING TRANSFORMER VAULT

EXISTING PEDESTRIAN SIGNAL

OR UTILITY STRIP

PROPOSED GRASS MEDIAN 

EXISTING WATER LINE

EXISTING SANITARY SEWER LINE

EXISTING TRAFFIC SIGNAL POLE

EXISTING SIGN POST

EXISTING TREE LINE/VEGETATION

JUNCTION BOX

EXISTING INLET, MANHOLE OR 

OR UTILITY POLE

EXISTING STREET LIGHT 

GUARDRAIL

EXISTING HANDRAIL, FENCE OR PROPOSED SIDEWALK

NOT FOR CONSTRUCTION (JUNE 2016)
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PARKING TO REMAIN
EXISTING ON-STREET 

(RESULTING IN REMOVAL OF RIGHT LANE)
BUFFERED TWO WAY CYCLE TRACK 
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REMOVE RIGHT SLIP LANE

HEAD PLACEMENT AND SIGNAL TIMINGS

REQUIRED TO MODIFY EXISTING SIGNAL 

TRAFFIC SIGNAL MODIFICATION OR REBUILD 

MEDIAN ISLAND

ACCOMMODATE LANE REALIGNMENT, INSTALL NEW 

REMOVE EXISTING RAISED MEDIAN ISLAND TO 
EXISTING RAISED MEDIAN REQUIRED

EXISTING LANE USE, MODIFICATION OF 

WIDEN EXISTING PAVEMENT TO MAINTAIN 

EXISTING RAISED MEDIAN REQUIRED

EXISTING LANE USE, MODIFICATION OF 

WIDEN EXISTING PAVEMENT TO MAINTAIN 

PLACEMENT AND SIGNAL TIMINGS

MODIFY EXISTING SIGNAL HEAD 

OR REBUILD REQUIRED TO 

TRAFFIC SIGNAL MODIFICATION 

EXISTING RAISED MEDIAN REQUIRED

EXISTING LANE USE, MODIFICATION OF 

WIDEN EXISTING PAVEMENT TO MAINTAIN 

AND SIGNAL TIMINGS
EXISTING SIGNAL HEAD PLACEMENT 
REBUILD REQUIRED TO MODIFY 
TRAFFIC SIGNAL MODIFICATION OR 

LEFT TURN LANE

TO EXCLUSIVE WESTBOUND 

OF EASTBOUND THROUGH LANE 

LANE REALIGNMENT, CONVERSION 

LANE

EXCLUSIVE LEFT TURN 
THROUGH LANE TO 
CONVERSION OF 
LANE REALIGNMENT, 

(RESULTING IN REMOVAL OF RIGHT LANE)
BUFFERED TWO WAY CYCLE TRACK 

(RESULTING IN REMOVAL OF RIGHT LANE)

BUFFERED TWO WAY CYCLE TRACK 

IN REMOVAL OF THROUGH LANE)

BUFFERED TWO WAY CYCLE TRACK (RESULTING 

EXTEND CROSSWALK

VERTICAL SEPARATION 
INSTALL FLEX POSTS OR OTHER 

VERTICAL SEPARATION 
INSTALL FLEX POSTS OR OTHER 

VERTICAL SEPARATION 

INSTALL FLEX POSTS OR OTHER 
VERTICAL SEPARATION 

INSTALL FLEX POSTS OR OTHER 

INSTALL FLEX POSTS OR OTHER VERTICAL SEPARATION 

INSTALL FLEX POSTS OR OTHER VERTICAL SEPARATION 

(RESULTING IN REMOVAL OF RIGHT LANE)

BUFFERED TWO WAY CYCLE TRACK 

BIKE SIGNALS. MODIFY OR REBUILD EXISTING SIGNAL EQUIPMENT 

MODIFY SIGNAL TIMINGS TO ADD EXCLUSIVE BIKE PHASE. INSTALL 

AT UNSIGNALIZED CROSSING

INSTALLED ENHANCED PAVEMENT MARKINGS AND SIGNAGE 

TURN LANE

THROUGH LANE TO EXCLUSIVE LEFT 

LANE REALIGNMENT, CONVERSION OF 

AND SIGNAGE AT UNSIGNALIZED CROSSING

INSTALLED ENHANCED PAVEMENT MARKINGS 

CROSSING

SIGNAGE AT UNSIGNALIZED 

PAVEMENT MARKINGS AND 

INSTALLED ENHANCED 

UNSIGNALIZED CROSSING

MARKINGS AND SIGNAGE AT 

INSTALLED ENHANCED PAVEMENT 

EXISTING SIGNAL EQUIPMENT 
PHASE. INSTALL BIKE SIGNALS. MODIFY OR REBUILD MODIFY SIGNAL TIMINGS TO ADD EXCLUSIVE BIKE 

LEFT TURN LANE

OF THROUGH LANE TO EXCLUSIVE 

LANE REALIGNMENT, CONVERSION 

SIGNAL EQUIPMENT 

SIGNALS. MODIFY OR REBUILD EXISTING 

EXCLUSIVE BIKE PHASE. INSTALL BIKE 

MODIFY SIGNAL TIMINGS TO ADD 

AND REMOVE MEDIAN
NARROW PAVED DRIVEWAY 

VERTICAL SEPARATION 

INSTALL FLEX POSTS OR OTHER 

REMOVAL OF THROUGH LANE)
TRACK (RESULTING IN 
BUFFERED TWO WAY CYCLE 

BUFFERED TWO WAY CYCLE TRACK


