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Study Area and Influence 
Area OverviewArea Overview
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Background

• 2030 Target Year – Metrorail to Dulles2030 Target Year Metrorail to Dulles 
Phases I and II in Place

• MWCOG Round 7 Land Use• MWCOG Round 7 Land Use
• Fairfax County Travel Demand Model
• VISSIM Simulation Analysis
• Record of Decision (ROD) Roadway ( ) y

Actions Assumed to be in Place for 2030 
Baseline Analysisy
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2030 AM 3-hour Peak 
Period VolumesPeriod Volumes
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2030 PM 3-hour Peak 
Period VolumesPeriod Volumes
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Wiehle Avenue Station Trips: 
3-hour AM Peak Period3 hour AM Peak Period

from northwest:29 7% from northeast:20.3%from northwest:29.7%

Wiehle Avenue
Metrorail Station

from east on Dulles 
Toll Road: 5 9%

from west on Dulles 
Toll Road: 9.6% Toll Road: 5.9%

from southeast: 10.0%from southwest:24.5%
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Percent of Demand Served
• Demand = the number vehicles, in 2030, that 

would like to travel through the influence area inwould like to travel through the influence area in 
a given time (as forecast by regional model)

• Trips served = number of vehicles that detailed 
simulations project will be able to pass through s u at o s p oject be ab e to pass t oug
the key intersections in the given time

• Percent served = (Sum served/Sum demand) 
for 7 key intersections
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Results of Traffic Operations 
AnalysisAnalysis

• Roadway Actions from Record ofRoadway Actions from Record of 
Decision- Baseline Alternative
– AM Peak Period: 60% of the demand served
– PM Peak Period: 30% of the demand served

• With Additional Roadway Actions-y
“Robust” Alternative
– AM Peak Period: 67% of the demand served
– PM Peak Period: 43% of the demand served
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Less than 100% of demand 
servedserved

• Means that not all demand can be accommodated:
F t– For some movements

– At some intersections
• For some movements at some intersections the 

traffic will be jammed – long queues/much delay
• Not all traffic that will want to travel to/from/thru the 

area can be served Some will need to:area can be served.  Some will need to:
– Change path
– Change time of travelChange time of travel
– Change mode
– Not make the trip
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Results of Traffic Operations 
AnalysisAnalysis

• Congestion would be expected for futureCongestion would be expected for future 
conditions, even under the “Robust” 
Alternative
– LOS F at intersections, peak period spreading 

likely to occur
– Growth in Traffic and Increased Pedestrian 

Travel in Station Areas Strains Intersection 
OperationsOperations

– Traffic Congestion Affects Bus Operations
– Need to Balance Vehicular vsNeed to Balance Vehicular vs. 

Pedestrian/Bicycle/Bus Demands
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Roadway Projects Considered

• Record of Decision adopted roadwayRecord of Decision adopted roadway 
action projects
– Additional turn lanes
– New Lanes

• Analysis identified additional action items y
needed
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Roadway Projects:
Baseline AlternativeBaseline Alternative
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Roadway Projects:
Baseline AlternativeBaseline Alternative

1. New signal and turn lanes on Sunset Hills Road for access into the proposed Reston 
Metrorail station.

2. New left turn lane for westbound left turning movement at the intersection of Sunset 
Hills Road/Isaac Newton Square, this would replace the shared left-through lane by 
providing a dedicated turn lane.

3. Add a second left turn lane for northbound traffic at the intersection of Wiehle Avenue 
and Metro Access (between Sunset Hills Road and the Dulles Toll Road) and provide 
a second inbound lane.

4. Add an additional left turn lane on the eastbound Dulles Toll Road ramp at Wiehle 
AvenueAvenue.

5. Add an additional right turn lane for the eastbound Sunset Hills Road leg at Wiehle 
Avenue.

6. Adding a second right turn lane for the westbound Sunrise Valley Drive at Wiehle 
A lAvenue leg.

7. Add northbound through lane for the Reston Parkway at Sunrise Valley Drive, 
continuing the lane to the ramp for eastbound Dulles Toll Road.

8. Improve the right turn lane for the southbound Reston Parkway leg at Sunrise Valley p g y g y
Drive.
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Roadway Projects Considered:
“Robust” AlternativeRobust  Alternative
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Roadway Projects:
“Robust” AlternativeRobust  Alternative

9. Adding a second right turn lane for the northbound Wiehle Avenue at Sunset Hills 
Road.

10. Adding a second right turn lane for the southbound Wiehle Avenue leg at Sunrise 
Valley Drive.

11. Add an additional left turn lane for the eastbound Sunrise Valley Drive leg at Wiehle 
Avenue.

12. Providing two new connections over the Dulles Toll Road to provide new links to 
connect the major east-west roadways: Sunset Hills Road and Sunrise Valley Drive:

i. First connection being between Town Center Parkway and Edmund Halley 
DriveDrive.

ii. Second connection being between Soapstone Drive and Isaac Newton Square.
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Roadway Projects

• “Robust” Alternative projectsRobust  Alternative projects
– Intersection improvements increase turning 

capacity at major intersections
– Connectors provide alternative routes to avoid 

Reston Pkwy and Wiehle Avenue
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Roadway Projects

• “Robust” Alternative projects issuesRobust  Alternative projects issues
– Increases crossing distance for pedestrians at 

intersections where additional turn bays were 
added, eliminates potential for bus-only lanes, 
and provides little capacity increase

• Additional turn lanes not recommended• Additional turn lanes not recommended
– Town Center Parkway Connector could have 

negative impacts on pedestrian/bicycle users g p p y
due to adjustment of grades

• Town Center Connector not recommended 
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Traffic Analysis Findings

• Many actions in “Robust “ alternativeMany actions in Robust  alternative 
would do little for traffic but would impact 
pedestrian crossingspedestrian crossings

• Roadway actions proposed
S l t d ti f ROD– Selected actions from ROD

– Construct Soapstone Connector
I l d l– Inter-parcel connectors as area redevelops

– Widen portion of Sunset Hill Rd. for improved 
b ibus service
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Roadway Projects:
Recommended AlternativeRecommended Alternative
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Roadway Projects:
Recommended AlternativeRecommended Alternative

A. New signal and turn lanes on Sunset Hills Road for access into the proposed Reston 
Metrorail station

B New left turn lane for westbound left turning movement at the intersection of SunsetB. New left turn lane for westbound left turning movement at the intersection of Sunset 
Hills Road/Isaac Newton Square, this would replace the shared left-through lane by 
providing a dedicated turn lane.

C. Add a second left turn lane for northbound traffic at the intersection of Wiehle Avenue 
and Metro Access (between Sunset Hills Road and the Dulles Toll Road) and provideand Metro Access (between Sunset Hills Road and the Dulles Toll Road) and provide 
a second inbound lane

D. Add an additional left turn lane on the eastbound Dulles Toll Road ramp at Wiehle 
Avenue

E. Improve the existing right turn lane for the eastbound Sunset Hill Road leg at Wiehle 
Avenue

F. Improve the existing right turn lane for the westbound Sunrise Valley Drive at Wiehle 
Avenue legg

G. Add northbound through lane for the Reston Parkway at Sunrise Valley Drive, 
continuing the lane to the ramp for eastbound Dulles Toll Road

H. Improve the right turn lane for the southbound Reston Parkway leg at Sunrise Valley 
DriveDrive

I. Providing a new connection over the Dulles Toll Road to connect the major east-west 
roadways: Sunset Hills Road and Sunrise Valley Drive.  The connection  would be 
between Soapstone Drive and Isaac Newton Square.20



Other Desirable Actions

• Local Street Connectors:
Interconnect the NE and SE parcels at Wiehle– Interconnect the NE and SE parcels at Wiehle 
Avenue / Sunset Hills Road

• Improves mobility of all modes
Red ces traffic on major road a s• Reduces traffic on major roadways

• Improved Access Management as area 
redevelops – consolidate driveways/accessp y

• Interparcel Access
• Travel Demand Management Programg g
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Potential Local Connectors

Legend

Potential Local Street Connectors

Legend
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Pedestrian and Bike
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Recommended Policies-
IntersectionsIntersections

• Upgrade curb ramps• Upgrade curb ramps 
• Install pedestrian countdown 

signals at all signalized 
intersections within ½ mile

• Apply high-visibility crosswalk 
markings at all signalizedmarkings at all signalized 
intersections within ½ mile

• Reduce curb radii
• Install median refuges
• Use LPI on all minor street 

d t i ipedestrian crossings
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Right-Turn Slip Lane:
Design for pedestriansDesign for pedestrians

Tighter angleTighter angle

40°
Old Way New proposal

40°

High speed, head turner =  
low visibility of pedestrians

Slow speed, good angle =
good visibility of pedestrians
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Recommended Policies-
StreetsStreets

• Sidewalks on both sides ofSidewalks on both sides of 
streets

• Sidewalk width min. of 6 feet 
within 1 mile of station 
entrance

• Separate sidewalks from• Separate sidewalks from 
roadway with landscaped 
buffer preferably 4 feet wide

• Marked crosswalk within 250 
feet of all bus stops
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Bicycle Facility Improvements



Basic Principles

• Increase connectivity of existing pathsIncrease connectivity of existing paths
• Provide more direct access

E hi l d tibl ith• Ensure vehicle speeds are compatible with 
bicycle travel
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Bicycle Improvements
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Bicycle Improvements
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Bicycle Improvements

31



Bicycle Improvements
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Bicycle Improvements
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Bicycle Improvements
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Bicycle Improvements
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Bicycle Improvements
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Bicycle Improvements
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Pedestrian Facility ImprovementsPedestrian Facility Improvements

For details of intersections see 
display boards and  intersection y

package



Basic Principles

• Increase connectivity of existing pathsIncrease connectivity of existing paths
• Provide more direct access

Mi i i f d t i• Minimize exposure of pedestrians
• Increase visibility of pedestrians
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Pedestrian Trips by 
StationStation

AM Peak Period Walk Trips From Zones to Station From Station to Zones

Wiehle Ave Station 600 963

Reston Parkway Station 555 545

PM Peak Period Walk Trips

Wiehle Ave Station 963 600

Reston Parkway Station 545 555
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Where Pedestrians Walk
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Pedestrian Improvements
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Pedestrian Improvements
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Pedestrian Improvements
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Pedestrian Improvements
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Paths to
Reston Town CenterReston Town Center

Eastern Path:
•2000 feet longg
•2 street 
crossings
•12 minute walk

Central Path:
•1400 feet long
•1 street 

icrossing
•8 minute walk

Western Path:
•2100 feet long
•1 street 
crossing
•11 minute walk
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Paths to
Isaac Newton SquareIsaac Newton Square

Eastern Path:Eastern Path:
•3000 feet long
•3 street 
crossings
•17 minute walk

Western Path:
•2500 feet long
•2 street 
crossings
•14 minute walk

1900 feet apart48



Study Area Recommendations-
Pedestrians and BicyclistsPedestrians and Bicyclists

• Intersection improvements include:Intersection improvements include:
– Install 79 pedestrian countdown signals
– Construct or upgrade 121 curb rampspg p
– Add 48 new crosswalks; improve 52 existing
– Construct 42 pedestrian median refuges
– Channelize right turns at 6 locations
– Decrease turning radius at 20 locations

C t t bik• Construct new bikeways:
– Up to 6 miles of on-street bike lanes (2.2 miles initially)

Over 7 miles of bicycle paths/shared use– Over 7 miles of bicycle paths/shared-use
– Up  to 7.25 miles of new sidewalks
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Inter-parcel Connections

• South entrances to both stationsSouth entrances to both stations
• South side of Reston Parkway

Wi hl A St ti d l• Wiehle Avenue Station and parcels across 
from station

• Roger Bacon Drive extension
• Connection between North Reston Station 

and Town Center (through Boston 
Properties)p )
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Other Connections

• Soapstone connectorSoapstone connector
– Four lane facility

Mitigate traffic delays– Mitigate traffic delays 
with two lanes

– Shared exclusive– Shared exclusive 
bus/bike lanes
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Transit Recommendations

For details of routes see display boards 
and transit packageand  transit package
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Proposed Route Summary

Number
Headway (peak/

off‐peak)
Direction Service Span 

k kd kFXC552 14 Peak Weekday ‐Peak

FXC553 14 Both Weekday‐Peak

FXC556a 21 Peak Weekday‐Peak

FXC556b 28 Peak Weekday‐Peak

FXC557 14 Both Weekday‐Peak

FXC585 21/56 Peak/Both
Weekday

FXC585 21/56 Peak/Both
Peak/ mid‐ day

FXC605 21/42 Both 7 days‐All day

RIBS1 28/56 Clockwise 7 days‐All day

RIBS2 28/56 Both 7days‐All day

RIBS3 28/56 Counter‐clockwise 7days‐All day

RIBS4 28/56 Both 7days‐All dayy y

FXC950 28 Both 7 days‐All day

FXC959 14/28 Both 7 days‐All day55
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Transit Findings Summary

• 13 bus routes and operational details13 bus routes and operational details
• Exclusive bus lanes needed to alleviate 

transit delaystransit delays
• Currently developing

– Operating cost analysis
– Staffing plan
– Capital cost analysis
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Study Area 
Recommendations

• Presented multi-modal approach

Recommendations

Presented multi modal approach
• Improved bike/ped and transit mobility will 

help reduce SOV tripshelp reduce SOV trips
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Questions
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Supplemental Slides 
followfollow
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Tables of Intersection 
ImprovementsImprovements
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Intersection Improvements 
– Reston Parkway North

No. Location

Airline Distance 
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

Reston Parkway North

No. Location Entrance (ft) PISI Recommendations

S Hill @ S i

East: High visibility crosswalk, pedestrian countdown signal, 
curb ramps, median refuge island; West: High visibility 
crosswalk, pedestrian countdown signal, curb ramps, median 
refuge island; South: High visibility crosswalk, pedestrian 

d i l b N h hi h i ibili
I1

Sunset Hills @ Station 
Entrance 90 ‐‐

countdown signal, curb ramps; North: high visibility 
crosswalk, pedestrian countdown signal

I2

Bluemont Way & 
Discovery St @ 
Pedestrian Bridge 1 800 ‐‐

West: High visibility crosswalk, pedestrian countdown signal, 
raised median refuge island; North: High visibility crosswalk, 
construct curb ramp (east)I2 Pedestrian Bridge 1,800 ‐‐ construct curb ramp (east)

I3*
Sunset Hills & Town 
Center Pkwy 700 3.2

All Approaches: High visibility crosswalk, extend median to 
include pedestrian refuge, pedestrian countdown signal, 
construct curb ramps
North: Extend median to include pedestrian refuge; South:, 

I4*
Town Center Pkwy & 
Bluemont Way 1,500 ‐‐

extend median to include pedestrian refuge, decrease right 
turn radius; All Approaches: Upgrade curb ramps, high 
visibility crosswalk, re‐align crosswalk

I5
Explorer St & Bluemont 
Way 1,400 ‐‐ North: High visibility crosswalk & upgraded curb rampsI5 Way 1,400 North: High visibility crosswalk & upgraded curb ramps

I6
Library St & Bluemont 
Way 1,500 ‐‐

North: Upgraded curb ramps; East:Median pedestrian 
refuge, pedestrian warning and knockdown signs; West: 
Median pedestrian refuge, pedestrian warning and 
knockdown signs; All Approaches: High visibility crosswalk;64



Intersection Improvements –
Reston Parkway North (2)Reston Parkway North (2)

Airline Distance 
to Station  Avg. 

No. Location
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

East: Realign right turn channelization; South: Realign right turn 
channelization, extend median to include pedestrian refuge; 
West: Realign right turn channelization, extend median to include 

I7*
Reston Pkwy & 
Sunset Hills Rd 1,600 4.5

pedestrian refuge; All Approaches: High visibility crosswalk, 
pedestrian countdown signal, decrease right turn radius, upgrade 
curb ramps
North: High visibility crosswalk, pedestrian countdown signal, 
upgrade/construct curb ramps; South: Pedestrian countdown 

I8*
Sunset Hills & Old 
Reston Ave 2,500 4

upg ade/co s uc cu b a ps; Sout edes a cou do
signal, upgraded curb ramps, high visibility crosswalk; East: Re‐
align high visibility crosswalk, extend median to include pedestrian 
refuge, pedestrian countdown signal, upgrade/construct curb 
ramps
All h Hi h i ibilit lk td i l

I9*
Sunset Hills @ 
Target Driveway 2,100 3.9

All approaches: High visibility crosswalks, countdown signals, 
upgraded curb ramps; East: Extend medians to include pedestrian 
refuge, re‐align crosswalk
All approaches: High visibility crosswalks, upgraded curb ramps, 
decrease curb radii, potential signal with pedestrian phase; East: 

I10
Explorer St & New 
Dominion Pkwy 2,600 ‐‐

Extend median island to include pedestrian refuge; West:
Pedestrian median refuge;
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Intersection Improvements –
Reston Parkway North (3)Reston Parkway North (3)

Airline Distance 

No. Location
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

South: High visibility crosswalk, pedestrian countdown signal, 
curb ramps, pedestrian median refuge; West: pedestrian 

d l h h b l lk b

I11*
Reston Pkwy & 
Market St 2,600 3.4

countdown signal, high visibility crosswalk, curb ramps; East:
pedestrian countdown signal, high visibility crosswalk, upgrade 
curb ramps;  **Intersection currently under construction to 
implement improvements**

Sunset Hills Rd &

I29

Sunset Hills Rd & 
Discovery 
Sq/Northrup 
Grumman E 
Entrance 1,000 4

East:Median pedestrian refuge; West:Median pedestrian refuge; 
All Approaches: High visibility crosswalk, pedestrian countdown 
signal, upgrade curb ramps

I30

Reston Pkwy & 
Westbound Dulles 
Toll Rd ramps 1,200 ‐‐

North: Realign pedestrian refuge island, decrease right turn 
radius; West: Realign crosswalks, high visibility crosswalks, 
pedestrian countdown signal, upgrade curb ramps;
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Intersection Improvements 
– Reston Parkway SouthReston Parkway South

N L ti

Airline Distance 
to Station 

E t (ft)
Avg. 
PISI R d tiNo Location Entrance (ft) PISI Recommendations

North: High visibility crosswalk, upgrade curb‐ramps, 
pedestrian countdown signal;West: High visibility crosswalk, 
pedestrian countdown signal, pedestrian median refuge, 
upgrade/construct curb ramps, decrease right turn curb 

I12*
Sunrise Valley Dr & 
Mercator Dr 2,900 3.1

pg / p , g
radius; South: High visibility crosswalk, construct curb‐ramps, 
pedestrian median refuge, pedestrian countdown signal;
North: Channelized right turns;West: Re‐align crosswalk; 
South: Re‐align crosswalk; East: Re‐align crosswalk, 
channelize right turns decrease right turn radius; All

I13*
Sunrise Valley & 
Reston Pkwy 2,000 3.4

channelize right turns, decrease right turn radius; All 
Approaches: high visibility crosswalks, pedestrian countdown 
signals, upgrade curb‐ramps
West: Re‐align stop bar, upgrade curb ramps; North: Upgrade 
1 curb ramp; East: Extend median to include pedestrian 

I14*
Sunrise Valley & 
Colts Neck 2,100 2.6

refuge; All approaches: pedestrian countdown signals, high 
visibility crosswalks 

Sunrise Valley &

North: Upgrade curb ramps; East: construct/upgrade curb 
ramps;West: construct/upgrade curb ramps; All Approaches:
High visibility crosswalk pedestrian countdown signal

I15*
Sunrise Valley & 
Edmund Halley Dr 2,200 2.9

High visibility crosswalk, pedestrian countdown signal, 
pedestrian median refuge
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Intersection Improvements –
Reston Parkway South (2)Reston Parkway South (2)

Airline Distance 
t St ti A

No Location
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

I16*
Reston Pkwy & 
South Lakes 3,200 3.8

All Approaches: Upgrade curb‐ramps, high visibility 
crosswalks, pedestrian countdown signals

East: Pedestrian median refuge, upgrade/ construct curb 
ramps; South: Re‐align crosswalk, construct/upgrade curb 
ramps; West: Re‐align crosswalk, pedestrian median refuge, 
upgrade curb ramps; North: Reduce right turn radius/ 
remove acceleration lane upgrade curb ramps; All

I17*
Sunrise Valley & 
Glade Dr 4500 2.7

remove acceleration lane, upgrade curb ramps; All 
approaches: High visibility crosswalk, pedestrian countdown 
signal

West: High visibility crosswalk, pedestrian countdown signal, 
upgrade curb ramps warning signage at unsignalized

I31

Reston Pkwy & 
Eastbound Dulles 
Toll Rd ramps 800 ‐‐

upgrade curb ramps, warning signage at unsignalized 
crossing, decrease right turn radius; South: Pedestrian 
median refuges, high visibility crosswalk, pedestrian 
countdown signal, construct curb ramps, stop bar for 
eastbound on ramp
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Intersection Improvements 
– Wiehle Avenue NorthWiehle Avenue North

Airline Distance 
to Station  Avg. 

No Location Entrance (ft) PISI Recommendations

I18*
Wiehle Ave & 
Station Entrance 500 4 2

North: Extend median to include pedestrian refuge; South:
Extend median as much as possible, wide curb lanes to 
accommodate bikes; All approaches: Upgrade curb‐ramps, 
pedestrian countdown signals high visibility crosswalk;I18 Station Entrance 500 4.2 pedestrian countdown signals, high visibility crosswalk;

Wiehle Ave & 

South: Potential infill of striped lane area; East: Upgrade curb 
ramps, high visibility crosswalk; North: Channelize right turns, 
median pedestrian refuge, high visibility crosswalk, pedestrian 
warning signs, pedestrian knockdown signs; West: High 

I19 Isaac Newton Sq N 2,300 4.8 visibility crosswalk, upgrade curb ramp

I20*
Wiehle Ave & 
Isaac Newton Sq S 1,600 3

South: pedestrian median refuge; All approaches: upgrade 
curb ramps, high visibility crosswalks, pedestrian countdown 
signals
North: Decrease right turn radius; extend median to include

I21*
Wiehle Ave & 
S t Hill Rd 1 000 3 4

North: Decrease right turn radius; extend median to include 
pedestrian refuge; East: Raised median; South: Decrease right 
turn radius; West: Channelize right turns, decrease right turn 
radius; All Approaches: Upgraded curb ramps, re‐align 
crosswalks, high visibility crosswalks, pedestrian countdown 
i lI21* Sunset Hills Rd 1,000 3.4 signals
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Intersection Improvements 
– Wiehle Avenue North (2)Wiehle Avenue North (2)

Airline Distance 
to Station Avg

No Location
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

East: Upgrade curb ramps, decrease right turn radius; North: 
Decrease right turn radius upgrade/construct curb ramps;

I22*

Sunset Hills Rd & 
Isaac Newton Sq 
W 1,300 2.6

Decrease right turn radius, upgrade/construct curb ramps; 
West: Construct curb ramps; South: Construct/upgrade curb 
ramps; All Approaches: High visibility crosswalks, pedestrian 
countdown signals

I23*
Sunset Hills Rd & 
Plaza America 3,300 3.6

East: Re‐align crosswalk, high visibility crosswalk, pedestrian 
countdown signal, extend median to include pedestrian 
refuge; North: High visibility crosswalk, pedestrian countdown 
signal; All Approaches: upgraded curb ramps;

I32

Wiehle Ave & 
Westbound Dulles 
Toll Rd ramps 500 ‐‐

West: High visibility crosswalk, pedestrian countdown signal, 
upgrade curb rampsI32 Toll Rd ramps 500 upgrade curb ramps
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Trail Crossing Improvements 
– Wiehle Ave NorthWiehle Ave North

E istin
No. Crossing Street

Existing 
Condition Recommendations

Phase 1: Yield lines yield signage potential user activated flasher

X1 Wiehle Ave At‐Grade

Phase 1: Yield lines, yield signage, potential user‐activated flasher, 
improved median refuge;
Phase 2: Grade‐separated crossing with ramp connections

X2 Sunset Hills Rd At‐Grade Raised 10‐foot median refuge, upgraded curb ramps

X3
Michael Faraday 
Ct At‐Grade High visibility crosswalk, upgrade curb ramps, warning signage

X4
Isaac Newton Sq 
W

At‐Grade, stop 
controlled High visibility crosswalk
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Intersection Improvements 
– Wiehle Ave SouthWiehle Ave South

No Location

Airline Distance 
to Station 

Entrance (ft)
Avg. 
PISI Recommendations

I24
Sunrise Valley Dr & 
Commerce Park Dr 1,100 4.7

North: upgraded curb ramps, high visibility cross walk; West:
upgrade curb ramps, high visibility crosswalk, pedestrian 
warning and knockdown signs, pedestrian median refuge;
East: Reduce right turn radius; North: Re‐align right turn 
h li ti d i ht t di N th &W t d

I25*
Sunrise Valley Dr & 
Wiehle Ave 700 3

channelization, reduce right turn radius; North & West: upgrade 
curb ramps, high visibility crosswalks, pedestrian countdown 
signals
East: Extend median to include pedestrian refuge;West: Extend 
median to include pedestrian refuge; South: Construct curb 

I26*
Sunrise Valley Dr & 
Soapstone Rd 2,200 3.1

p g
ramps, decrease right turn radius; North:Median pedestrian 
refuge; All Approaches: High visibility crosswalk, pedestrian 
countdown signal, upgrade curb ramps
East: High visibility crosswalk, median pedestrian refuge, 
pedestrian warning and knockdown signs flashing beacons;

I27
Sunrise Valley Dr & 
Great Meadow Dr 800 4.7

pedestrian warning and knockdown signs, flashing beacons;
West: High visibility crosswalk, median pedestrian refuge, 
pedestrian warning and knockdown signs, flashing beacons;
South: High visibility crosswalk; All Approaches: update curb 
ramps

I28
Sunrise Valley Dr & 
Upper Lake Dr 2,400 4.7 North: crosswalk, upgrade curb ramps

I33

Wiehle Ave & 
Eastbound Dulles 
T ll Rd 600

West: Decrease right turn radius, high visibility crosswalk, 
d b d t i td i l



Sidewalk Improvements

Side Street From To Recommendations

S1 N S Hill S i E T D i
Construct Sidewalk and associated curb 

h d dS1 N Sunset Hills Station Entrance Target Driveway ramps where needed
S2 E Reston Pkwy Sunset Hills Rd New Dominion Pkwy Complete Sidewalk

S3 N Sunset Hills Reston Pkwy Business Center Dr
Construct Sidewalk and associated curb 
ramps

S4 S Bluemont Way Reston Pkwy Discovery St Construct Sidewalk

S5 Both Town Center Pkwy W&OD Trail Sunset Hills Rd
Complete Sidewalk to intersection of 
Town Center Pkwy & Sunset Hills Rd

S6 Both Edmund Halley Dr Sunrise Valley Dr Station Entrance Construct sidewalksy y

Phase 1: Edmund 
Halley Dr

Phase 1: International 
Center

Phase 1: Construct a shared‐use path 
along the south side of the Dulles Toll Rd 
(including a crossing of Reston Pkwy) 16‐
feet wide, marked

S7 S Dulles Toll Rd
Phase 2: Fairfax 
County Pkwy Phase 2:Wiehle Ave 

Phase 2: As redevelopment occurs, 
acquire right‐of‐way to continue the path 
to provide access to office buildings

Phased development of pedestrian and 
bicycle facilities (see S9 and B5)

S8 N Sunrise Valley Dr Fairfax County PkwyW&OD Trail

bicycle facilities (see S9 and B5)
Phase 1:Widen existing sidewalk to and 
8‐foot wide shared use path to 
accommodate pedestrians and occasional 
cyclists



Sidewalk Improvements (2)

Side Street From To Recommendations
h d d l f d d b l

Sunrise Valley 

Phased development of pedestrian and bicycle 
facilities (see S8 and B5)
Phase 2: Construct 6‐foot wide sidewalk with 
5‐foot buffer and associated curb ramps (to 
closely follow implementation of 

S9 S
Su se a ey
Dr Glade Dr South Lakes Dr

c ose y o o p e e tat o o
recommendation S8)

S10 E Reston Pkwy

Dulles Toll Rd access 
ramps (near new 
crossing) South Lakes Dr Construct sidewalk and associated curb ramps

ll d ( d lk h
S11 E

Isaac Newton 
Sq W

Sunset Hills Rd (or 
further south if possible) Isaac Newton Sq S

Construct sidewalk with access to Isaac 
Newton Sq and W&OD trail

S12 W Soapstone Rd Sunrise Valley Dr Hunter's Green Ct Construct sidewalk

S13 Both
Isaac Newton 
Sq S Wiehle Ave Isaac Newton Sq W

Construct sidewalk (in conjunction with 
redevelopment of Isaac Newton Sq if possible)S13 Both Sq S Wiehle Ave Isaac Newton Sq W redevelopment of Isaac Newton Sq if possible)

S14 New
Interparcel 
Connection Roger Bacon Dr Business Center Dr

Construct sidewalks along with new roadway 
construction

S15 New
Interparcel 
Connection

Wiehle‐S Station 
Entrance Sunrise Valley Dr

Construct dedicated path from the station 
entrance 
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S16 New Path
Sunset Hills Rd @ 
Station Entrance

Bluemont Way @ 
Explorer Street

Construct path to Bluemont Way to include an 
at‐grade crossing of the W&OD Trail



Bicycle Improvements
Side Street From To Recommendations

Baron Cameron Ave 
( t ti l

B1 Both Town Center PkwySunset Hills

(potential 
extension to 
Stevenage Rd) Bike Lanes 

B2 Both Sunset Hills
Town Center 
Pkwy Station Entrance

Bike Lanes connecting to bike lanes on Town 
Center Pkwy acquire necessary right‐of‐wayB2 Both Sunset Hills Pkwy Station Entrance Center Pkwy, acquire necessary right‐of‐way

B3 Both
New Dominion 
Pkwy

Fairfax County 
Pkwy North Shore Dr Bike lanes

Baron Cameron Ave Bike lanes to be constructed in conjunction with 

B4 Both Fountain Dr Freedom Dr

(potential 
extension further 
north)

redevelopment: Spectrum development to 
include maximum 4‐lane cross section with 5‐
foot bike lanes

Phased development of pedestrian and bicycle 
f ili i ( d )

B5 Both Sunrise Valley Dr W&OD Trail
Fairfax County 
Pkwy

facilities (see S8 and S9)

Phase 2: Construct bike lanes (to be 
complemented in conjunction with 
recommendation S9)

B6 both Edmund Halley Dr Station Entrance Sunrise Valley
Construct bicycle path as part of the 
construction of the station
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Bicycle Improvements (2)

Side Street From To Recommendations

B7 E Wiehle Ave Station Entrance Fairway Dr
Construct 10‐foot bike trail with 4‐foot 
buffer
Phase 1: Construct bike trail with at grade 
access to W&OD trail
Phase 2: Construct access ramps to the

B8 W Wiehle Ave Station Entrance W&OD trail

Phase 2: Construct access ramps to the 
W&OD trail in conjunction with grade 
separation of trail crossing (see X1)
East: Pave and formalize existing at grade 
access ramp

B9 Both NEW Connectors Town Center Pkwy W&OD trail
West: Construct paved access ramp to 
W&OD trail

B10 NEW Connector Sunrise Valley Dr

Wiehle Ave 
Station 
Entrance Construct bike pathB10 NEW Connector Sunrise Valley Dr Entrance Construct bike path

B11 Both
Private Rd opposite Isaac 
Newton Sq W Sunset Hills Rd

Station 
entrance Shared bus and bike lanes

B12 Both Soapstone Connector Sunrise Valley Dr Sunset Hills Rd
Construct shared bus/bike lanes on the 
proposed roadway extension

R T C C f l ADA li
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B13 New Connector
Reston Town Center 
Transit Station W&OD trail

Construct formal, ADA compliant 
connection



Intersection ImprovementsIntersection Improvements

Reston Parkway Station - North
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Intersection 1:
Sunset Hills Rd & Station EntranceSunset Hills Rd & Station Entrance
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Intersection 2:
Bluemont Way & Discovery StBluemont Way & Discovery St
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Intersection 3:
Sunset Hills Rd & Town Center PkwySunset Hills Rd & Town Center Pkwy
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Intersection 4:
Bluemont Way & Town Center PkwyBluemont Way & Town Center Pkwy
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Intersection 6:
Bluemont Way & Library StBluemont Way & Library St
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Intersection 10:
New Dominion Pkwy & Explorer StNew Dominion Pkwy & Explorer St
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Intersection 7:
Sunset Hills Rd & Reston PkwySunset Hills Rd & Reston Pkwy
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Intersection ImprovementsIntersection Improvements

Wiehle Avenue Station - North
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Intersection 18: 
Wiehle Ave & Station EntranceWiehle Ave & Station Entrance
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Intersection 21 (Option 1):
Wiehle Ave & Sunset Hills RdWiehle Ave & Sunset Hills Rd
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Intersection 21 (Option 2):
Sunset Hills Rd & Wiehle AveSunset Hills Rd & Wiehle Ave
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Intersection 20: 
Wiehle Ave & Isaac Newton Sq SWiehle Ave & Isaac Newton Sq S
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Intersection 19: 
Wiehle Ave & Isaac Newton Sq NWiehle Ave & Isaac Newton Sq N
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Intersection 22 (Option 1):
Sunset Hills Rd & Isaac Newton Sq WSunset Hills Rd & Isaac Newton Sq W

91



Intersection 22 (Option 2):
Sunset Hills Rd & Isaac Newton Sq WSunset Hills Rd & Isaac Newton Sq W
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Trail Crossing 2:
W&OD at Sunset Hills RdW&OD at Sunset Hills Rd
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Intersection ImprovementsIntersection Improvements

Reston Parkway Station - South
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Intersection 15:
Sunrise Valley Dr & Edmund Halley DrSunrise Valley Dr & Edmund Halley Dr
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Intersection 13:
Sunrise Valley Dr & Reston PkwySunrise Valley Dr & Reston Pkwy
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Intersection 14: 
Sunrise Valley Dr & Colts Neck RdSunrise Valley Dr & Colts Neck Rd
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Intersection 31:
Reston Pkwy & Eastbound DIAAH RampsReston Pkwy & Eastbound DIAAH Ramps
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Intersection ImprovementsIntersection Improvements

Wiehle Avenue Station - South
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Intersection 25:
Sunrise Valley Dr & Wiehle AveSunrise Valley Dr & Wiehle Ave
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Intersection 26:
Sunrise Valley Dr & Soapstone RdSunrise Valley Dr & Soapstone Rd
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Intersection 33:
Wiehle Ave & Eastbound DIAAH rampsWiehle Ave & Eastbound DIAAH ramps

102


