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Staff Recommended Changes to the Advertised Amendments to the   
 Public Facilities Manual 

Re: Proposed Tree Conservation Amendments  
 

 
Staff’s recommended change deletes the last sentence of Section 12-0701.4 as shown by 
double strikeouts, to read as follows: 
 
12-0701.4 If, during the preconstruction walk-through, or during any other inspection of 
the site, the Director identifies additional trees that have become hazardous or a 
maintenance nuisance due to the introduction of a target such as a structure, open space 
frequented by people, or other improvement, removal of these trees shall be required. 
Trees shall be removed by hand with a chain saw and the stump shall be left in place 
unless it too is deemed a hazard or a maintenance nuisance. The removal of the trunk or 
branches of the felled tree(s) is not required within wooded areas, unless specifically 
required by the Director. The provisions of this section shall apply to trees located on the 
construction site or on adjacent properties. 
 
 
Staff’s recommended change to Section 12-0506.2C as shown by double underlines and 
double strikeouts, to read as follows: 
 
12-0506.2C OffSsite Trees. A tree inventory and poor condition analysis shall be 
required for trees located on offsite properties that are 8 inches (203 millimeters) and 
greater in diameter located within 25 feet (7.6 meters) of the approved limits of clearing, 
including areas on both sides of the limits of clearing. The location, and diameter and 
poor condition rating of offsite trees may be estimated in the event that the adjacent 
property owner(s) will not grant permission to access their property. In these cases, the 
location and diameter measurements shall be noted as “estimated,” and if a tree is 
assessed to be in poor condition then this shall be noted as “condition assessed visually 
from proposed development site” on the tree preservation plan. All reasonable efforts 
shall be made to lessen the impact of onsite construction activities on offsite trees (see 
Plate 1-12(1M-12)). 
 


