STREETLIGHTS IN FAIRFAX COUNTY: DOMINION ENERGY (DE) SERVICE AREA

. -~ LED Stock#|  COMPARABLE HID 2023LED 2023 LED Suggested i istributi C Color | ...
IMAGE PFM Light Description (0E) WATTAGE HID LUMENS (Lm) WATTAGE LUMENS Height (ft) Type Temperature (CCT) Finish Color
42315981 70 5000 41 3656 12-14 (14 preferred) Typell 3000K Black
CUTOFF C_OLON'A" 42315979 100 8000 66 7124 12-14(14' preferred) Type il 3000K Black
%
E 42315980 150 14000 94 9415 14 Type Il 3000K Black
]
=
= 42323687 70 5000 30 3735 20-25 Typelll 3000K Gray
w
e
o 42323691 100 8000 45 5342 25-30 Type il 3000K Gray
e
< 42323695 150 14000 60 8145 25-30 Type Il 3000K Gray
a SHOEBOX (C )
= RF-1, RF-2
5 42332134 200 - 88 11936 25-30 Typelll 3000K Gray
=
= 42329991 250 23000 106 15230 30-35 Type Il 3000K Gray
42329993 400 42000 175 25200 30-40 Type il 3000K Gray
42341882 250 23000 105 16193 30-35 Type il 3000K Gray
EXPRESSWAY
EX-1; EX-2
42341884 400 42000 155 23469 30-40 Type Il 3000K Gray
Light Description LED Stock#| COMPARABLE HID 2023 LED 2023LED Suggested i istributi C Color | .. .
[AGE (Dominion Energy) (DE) WATTAGE HIDLUMENS (Lm) ||\ yrracE LUMENS Height (ft) Type Temperature (ccT) | FiMish Celor
[}
E 42323699 70 - 38 4376 25 Type lll 3000K Dark Bronze
=1
I~
] 42323701 100 8000 49 5580 25-30 Type Il 3000K Dark Bronze
&
DECORATIVE SHOEBOX
[=] -
g (NONSTANDARD) 42323703 150 14000 1 7846 25-30 Type Il 3000K Dark Bronze
e
= 42337229 200/250 19000 138 14704 30-35 Type Il 3000K Dark Bronze
w
2
g 42337231 320/420 23000 185 22342 30-40 Type Il 3000K Dark Bronze
g
= & 42316014 100 8000 33 6001 12-16 (14' preffered) Type il 3000K Black
E CARLYLE ACORN
* & (NONSTANDARD) 42316015 150 14000 46 7562 12-16 (14' preffered) Typelll 3000K Black
' 42329987 250 23000 61 9472 12-16 (14' preffered) Typelll 3000K Black

Notes:

1. The above table provides HID to LED cross reference and LED specifications.

2. IES files can be downloaded directly from Dominion Energy's website. DPWES/CAP can also assist with IES files upon request.

3. Additional information about nonstandard streetlight specifications can be provided by DPWES/Streetlights Branch upon requ est.

4. HID Lumens VS. LED lumens
HID (High Intensity Discharge) fixtures: Describes SOURCE LUMENS. Lumen output is measured at the fixture/bulb. HID Fixtures are rated for the wattage of the bulb. Lumen output of a bulb is
not equivalent to the lumens that reach the target.
LED (Light Emitting Diode) fixtures: Describes TARGET LUMENS. Lumens produced are equivalent to the desired target lumens. wattage to operate is design to a desired TARGET LUMENS.
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