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IMAGE
Light Description 

(NOVEC)

 HID WATTAGE 

(W)

HID 

LUMENS   

(Lm)

REFERENCE CODE 
2023 LED 

WATTAGE

2023 LED 

LUMENS 

Suggested 

Mounting Height 

(ft)

Distribution Type
Correlated Color 

Temperature (CCT)

70 5000 Evolve LED Post top: EPST02_04B30 35 3800 12-14 Type III 3000K 

100 8000 Evolve LED Post top: EPST02_04B30 35 3800 12-14 Type III 3000K 

150 14000 Evolve LED Post top: EPST02_07B30 65 6600 14 Type III 3000K 

70 5000 ERL1005C330AGRAYX 39 4900 20 ‐ 25 Type III 3000K 

100 8000 ERL1007C330AGRAYX 58 6800 25 ‐ 30 Type III 3000K 

150 14000 ERLH013C330AGRAYLX 111 12500 25 ‐ 30 Type III 3000K 

250 23000 MGLEDM P3 30K MR 155 23469 30-35 Type III 3000K 

250 23000 (GE Evolve) ERLS-25C630 148 23999 30-35 Type III 3000K 

400 42000 (GE Evolve) -ERLS-40C630 261 38398 30-40 Type III 3000K 
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EXPRESSWAY 

(Interstate Mongoose)                                

(EX-1; EX-2)

CUTOFF COLONIAL                                            

(RF-3)

COBRAHEAD                 

(RF-1, RF-2)

Notes: 

1. The above table provides HID to LED cross reference and LED specifications shared by NOVEC.

2. IES files to provided by NOVEC. DPWES/CAP can also assist with IES files upon request

3. HID Lumens VS. LED lumens

* HID (High Intensity Discharge) fixtures: Describes SOURCE LUMENS. Lumen output is measured at the fixture/bulb. HID Fixtures are rated for the wattage of the bulb.

Lumen output of a bulb is not equivalent to the lumens that reach the target.

* LED (Light Emitting Diode) fixtures: Describes TARGET LUMENS. Lumens produced are equivalent to the desired target lumens. wattage to operate is design to a  

desired TARGET LUMENS.
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