
METROSCAPE-Post Top

SPECIALTY FIXTURE 

(NONSTANDARD) DESCRIPTION

COMPARABLE 

HID WATTAGE 
HID LUMENS  Manufacturer ID Manufacturer

LED 

WATTAGE
LED LUMENS -

(Light Output)
Distribution CCT

MOUNTING 

HEIGHT
P.C. RECPT COLOR * REQUIRED MODIFICATION Dominion Energy (DE) POLE

CONSTRUCTION REQUIREMENTS 

(VEPGA)

70/100 8000 MPTR-C-196L1675WW-G2-3-UNV-DMG-RCD7-TN3-BKTX Signify 74 6214 Type III 3000K 16' 7 PIN

150 14000 MPTR-C-196L2100WW-G2-3-UNV-DMG-RCD7-TN3-BKTX Signify 94 7457 Type III 3000K 16-20' 7 PIN

 TRIKA -SIDE MOUNT (wide roads or intersections)

SPECIALTY FIXTURE 

(NONSTANDARD) DESCRIPTION

COMPARABLE 

HID WATTAGE 
HID LUMENS  Manufacturer ID Manufacturer

LED 

WATTAGE 
LED LUMENS -

(Light Output)
Distribution CCT GLASS TYPE

Suggested 

Mounting Height 

(ft)
P.C. RECPT COLOR Dominion Energy (DE) POLE

CONSTRUCTION REQUIREMENTS 

(VEPGA)

100 8000 TRIS2A-FGC-T3-P40-30K 55 6213 Type III 3000K 25' 7 PIN

150 14000 TRIS2A-FGC-T3-P60-30K 85 9462 Type III 3000K 25'-30' 7 PIN

200/250 19000-23000 TRIS2A-FGC-T3-P80-30K 126 13937 Type III 3000K 30-35' 7 PIN

250 23000 TRMS2A-FGC-T3-P90-30K 151 17772 Type III 3000K 30-35' 7 PIN

 TRIKA-Post Top

SPECIALTY FIXTURE 

(NONSTANDARD) DESCRIPTION

COMPARABLE 

HID WATTAGE 
HID LUMENS Manufacturer ID Manufacturer

LED 

WATTAGE 
LED LUMENS -

(Light Output)
Distribution CCT GLASS TYPE

Suggested 

Mounting Height 

(ft)
P.C. RECPT COLOR Dominion Energy (DE) POLE

CONSTRUCTION REQUIREMENTS 

(VEPGA)

TRIKA POST TOP 150 14000 TRIT2A-FGC-T3-P60-30K
Cyclone     

(Acuity Brands)
88 9462 Type III 3000K Flat Glass Clear 16-20' 7 PIN BLACK. RAL-9017 required by DE

Smooth round tapered Aluminum 

pole in black (direct burial)

 Attached to a DE offered Pole 

with a 3" tenon.                  

Installation by DE.

Metroscape Comfort Optics                 

(* with modification)

Smooth round tapered 

Aluminum pole in black (direct 

burial) 

Smooth round tapered Aluminum 

pole in black (direct burial)
TRIKA- MAXI-TRMS2A Fixture BLACK. RAL-9017 required by DE 

* Reconfigure Metroscape to accomodate 

for DE's Network Lighting Control.                                           

*Include Manufacturer spec sheet .

BLACK. RAL-9017 

required by DE

Flat glass Clear
Cyclone      

(Acuity Brands)

SPECIFICATIONS

SPECIFICATIONS

SPECIFICATIONS

  DPWES PRE-SELECTED LED Streetlight fixtures: METROSCAPE AND TRIKA: Specs Selection

Attached to a DE pole with a 3" 

tenon.  Installation by DE.

Attached to a DE pole with a DE  

black bracket arm.              

Installation  by DE.

Note: 
HID Lumens VS. LED lumens
HID (High Intensity Discharge) fixtures: Describes SOURCE LUMENS. Lumen output is measured at the fixture/bulb. HID Fixtures are rated for the wattage of the bulb. Lumen output of a bulb is not equivalent to the lumens that reach the target.
LED (Light Emitting Diode) fixtures: Describes TARGET LUMENS. Lumens produced are equivalent to the desired target lumens. wattage to operate is design to a desired TARGET LUMENS.
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