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SPRINGFIELD DISTRICT, FAIRFAX COUNTY, VIRGINIA

BURKE ROAD (ROUTE 652)
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Burke Rd. 26+50.80
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26+50.80Burke Rd. 28+45.19
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Parking
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See Inset A

See Inset D
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See Inset C
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See Inset C
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St'd. CD-2 (See Note 4)

26+50.8026+38.09

Mod. CG-6
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See Inset C
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Match

operation only; see Pavement Marking Plans Sheet 8 to Sheet 8(3) for details.
Burke Rd. Station 28+45.19 to End of Project is pavement marking and mill/overlay

See Inset B
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Type IM-19.0A

Intermediate Course - (2") Asph. Conc.,

6

(4") Hydraulic Cement Conc. Class A4

4A

5

Size No. 21B

Subbase Course - (8") Aggr. Base Material, Type I,

with VDOT Road and Bridge Specifications.

Regular Fill Material to be compacted in accordance

Base Course - (4") Asph. Conc., Type BM-25.0A

4B
extended 4" on either side of the surface

(4") Aggr. Base Material, Type I, Size No. 21B

extended 6" on either side of the surface

(6") Aggr. Base Material, Type I, Size No. 21B

Surface Course - (1.5") Asph. Conc., Type SM-9.5A

1A Surface Course - (2") Asph. Conc., Type SM-9.5A

0.0'-4.0'

Varies

Mill & Overlay
0' - 36.6'
Varies

Varies Varies Varies

Varies
Varies

21.5' - 36.3'
Varies

28.0'
Mill & Overlay

63.7' - 86.2'

Exist./Prop. Right of Way Varies

108.7' - 173.6'

Exist./Prop. Right of Way Varies

45.0' - 87.4'

Exist./Prop. Right of Way Varies

49.1' - 63.7'

Exist./Prop. Right of Way Varies

89.6' - 108.7'

Exist./Prop. Right of Way Varies

40.5' - 135.2'

Exist./Prop. Right of Way Varies

2.0%

MatchExist.

Varies(2.0% -4.8%)2.0% 2.0%

2.0% Varies(1.8% -2.0%)

TYPICAL SECTION NOTES

Recommendations.

See Sheet 2A(3) for Unsuitable Material7.

below final grade.

areas of build-up, IM-19.0A shall be placed up to 1.5"

Minimum mill prior to any resurfacing/build-up. In

Milling of the existing pavement should consist of 1.5"6.

superelevated sections.

course 21B for outside areas in shoulders and

Contractor to provide positive drainage for subgrade5.

St'd. CD-2 Req'd., see plan sheets for detailed locations.4.

St'd. UD-2 Req'd., see plan sheets for detailed locations.3.

St'd. UD-4 Req'd., see plan sheets for detailed locations.2.

VDOT St'd. WP-2

Pavement widening to be performed in accordance with1.

TYPICAL SECTIONS

N/A
2A(1)




